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the water line, and such equipment 
shall be used for no purpose connected 
with the handling of food, water or ice. 

(c) All persons who have handled soil 
cans or other containers which have 
come in contact with human wastes 
shall be required to wash their hands 
thoroughly with soap and warm water 
and to remove any garments which 
have become soiled with such wastes 
before engaging in any work connected 
with the loading, unloading, trans-
porting or other handling of food, 
water or ice.

§ 1250.79 Garbage disposal. 
(a) Water-tight, readily cleanable, 

nonabsorbent containers with close-fit-
ting covers shall be used to receive and 
store garbage. 

(b) Can washing and draining facili-
ties shall be provided. 

(c) Garbage cans shall be emptied 
daily and shall be thoroughly washed 
before being returned for use.

Subpart E—Sanitation Facilities 
and Conditions on Vessels

§ 1250.80 Applicability. 
The sanitation facilities and the san-

itary conditions on vessels engaged in 
interstate traffic shall comply with the 
requirements prescribed in this sub-
part, provided that no major structural 
change will be required on existing ves-
sels.

§ 1250.81 Inspection. 
The Commissioner of Food and Drugs 

may inspect such vessels to determine 
compliance with the requirements of 
this subpart. 

[40 FR 5624, Feb. 6, 1975, as amended at 48 FR 
11432, Mar. 18, 1983]

§ 1250.82 Potable water systems. 
The following conditions must be 

met by vessel water systems used for 
the storage and distribution of water 
which has met the requirements of 
§ 1240.80 of this chapter. 

(a) The potable water system, includ-
ing filling hose and lines, pumps, 
tanks, and distributing pipes, shall be 
separate and distinct from other water 
systems and shall be used for no other 
purposes. 

(b) All potable water tanks shall be 
independent of any tanks holding non-
potable water or other liquid. All pota-
ble water tanks shall be independent of 
the shell of the ship unless (1) the bot-
tom of the tank is at least 2 feet above 
the maximum load water line, (2) the 
seams in the shell are continuously 
welded, and (3) there are no rivets in 
that part of the shell which forms a 
side of a tank. A deck may be used as 
the top of a tank provided there are no 
access or inspection openings or rivets 
therein, and the seams are continu-
ously welded. No toilet or urinal shall 
be installed immediately above that 
part of the deck which forms the top of 
a tank. All potable water tanks shall 
be located at a sufficient height above 
the bilge to allow for draining and to 
prevent submergence in bilge water. 

(c) Each potable water tank shall be 
provided with a means of drainage and, 
if it is equipped with a manhole, over-
flow, vent, or a device for measuring 
depth of water, provision shall be made 
to prevent entrance into the tank of 
any contaminating substance. No deck 
or sanitary drain or pipe carrying any 
nonpotable water or liquid shall be per-
mitted to pass through the tank. 

(d) Tanks and piping shall bear clear 
marks of identification. 

(e) There shall be no backflow or 
cross connection between potable 
water systems and any other systems. 
Pipes and fittings conveying potable 
water to any fixture, apparatus, or 
equipment shall be installed in such 
way that backflow will be prevented. 
Waste pipes from any part of the pota-
ble water system, including treatment 
devices, discharging to a drain, shall be 
suitably protected against backflow. 

(f) Water systems shall be cleaned, 
disinfected, and flushed whenever the 
Commissioner of Food and Drugs shall 
find such treatment necessary to pre-
vent the introduction, transmission, or 
spread of communicable diseases. 

[40 FR 5624, Feb. 6, 1975, as amended at 48 FR 
11432, Mar. 18, 1983]

§ 1250.83 Storage of water prior to 
treatment. 

The following requirements with re-
spect to the storage of water on vessels 
prior to treatment must be met in 
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